UNCLASSIFIED

AD NUMBER

ADB060185

NEW LIMITATION CHANGE

TO
Approved for public release, distribution
unlimited

FROM
Distribution authorized to U.S. Gov't.
agencies only; Test and Evaluation; AUG
1981. Other requests shall be referred to
USA Ballistic Research Laboratory, ATTN:
DRDAR-TSB, Aberdeen Proving Ground, MD
21005.

AUTHORITY

AMSRL-CS-IO-SC [380] 1ltr dtd 1 Nov 2001

THIS PAGE IS UNCLASSIFIED




i oo

MEMORANDUM REPORT ARBRL-MR-03125

’

ADR060185

COMBINATORIAL GEOMETRY COMPUTER MODELS OF
SITTING AND STANDING CREW PERSONNEL

Loren R. Kruse
Chit N. Lee

DT;@{
\;\l{“?g;a ECTF "\

&, 0CT9 1981
W? /

US ARMY ARMAMENT RESEARCH ARD DEVELOPMENT COMMAND

BALLISTIC RESEARCH LABORATORY
ABERDEEN PROVING GROUND, MARYLAND

August 1981

*

5 oSy
55 ’f.:*' Distribution limited to US Covernment agencies only; Test and
v o Evaluation; AUG 81, Other requests for this document must be
. - referred to Director, USA Ballistic Research taboratory,
1 b ATTN: DRDAR-TSB, Aberdeen Proving Ground, Maryland 21005
o
(R
S‘; o [
- "13', -
2 v
‘
R;‘ :«:::::’.r
! yir .

St

| R

oo A At A 5 R -




o1

TR

-

o e T L L T A
IR PR R ANBOVI G Dhcls A RN R R A

ey

T T By

o

oA

g,

Destroy this report when it is no longer needed.
Do not return it to the originator.

Secondary distribution of this report by originating
or sponsoring activity is prohibited.

Additional copies of this report may be obtained
from the Defense Technical Information Center, Cameron
Station, Alexandria, Virginia 22314.

The findings in this report are not to be construed as
an official Cepartment of the Army position, unless
so designated by other authorized documents.

The use o7 srade names or maruiacTurers’ Agmer in ‘his reovor:
¥

”
does mot onsricuca indorsemens of My commercial croduc:.

P

;‘5‘ .

<
]

1
3

S EB R R T AR




LR f o S e S g TS

UNCLASSIFIED
SECURITY CLASSIFICATICN OF THIS PAGE (When Data Entered)
RE DOCUMENTATION PAGE BEF A DA TRUGHIONS

2. GOVT ACCESSION 2. 3. RECIPIENT'S CATALOG NUMBER

D~ Bopo 1851

.1 )
SLOMBINATORIAL GEOMETRY _&QMPUTER MODELS OF §:ITTING
o -l

——

. PERFORMING ORG. REPORT NUMBER

AND ST
aANDING %ﬁw PERSONNEL - (?

- AULHORte ™)
J Loren R. Kruse
Chit N.)Lee

7. AY \ Tm—"""18. CONTRACT OR GRANT NUMBER(s)

9. PERFORMING ORGANIZATION NAME AND ADDRESS
USA Ballistic Research Laboratory

ATTN: DRDAR-BLV
‘Aberdeen Proving Ground, MD 21005

10. PROGRAM ELEMENT, PROJECT, TASK
AREA & UMBERS

d 1L162618Al:18)3’

11. CONTROLLING OFFICE NAME AND ADDRESS
US Army Armament Research & Development Comman
US Army Ballistic Research Laboratory (DRDAR-BL

Aberdeen Proving Ground, MD 21005 )
. MONITORING AGENCY NAME & ADDRESS(!! dlfferent from Controlling Office) 18, SECURITY CLASS. (of thT:'npoﬂ)

UNCLASSIFIED

N

{182 DECL ASSIFICATION/ DOWKGRADING
SCHEDULE

16. DISTRIBUTION STATEMEN T (of %his Report)

Distribution limited to US Government agencies only; Test and Evaluation;
Aug 1981. Other requests for this document must be referred to Director,
US Army Ballistic Research Laboratory, ATTN: DRDAR-TSB, Aberdeen Proving
Ground, MD 21005,

17. DISTRIBUTION STATEMENT (of the sbairact entered in Block 20, it different from Report)

18. SUPPLEMENTARY NOTES

19. KEY WORDS (Continue on reverse side if necessary and identify by block number)

Target Description GIFT Computer Code
Personnel Description Crew Personnel
Personnel Model Human Density

1\ COM-GEOM Description

2}, ABSTRACT (Coatioue en reverse ol it y and identity by block number)
Revised computer descriptions (models) of sitting and standing crew personnel

have been generated using the Combinatorial Geometry (COM-GEOM) technique.
These personnel models have been validated and have limited capability to be
moved into various positions dependent on analytical requirements. The models
generally correspond tuv the anthropometric data from the 50-60 percentile,
grouping of US Army males. Appendix A discusses the calculation of an average
human density based on the densities of bony and soft tissue.

IS

~

Cb
fon

I
:3‘.«{ . (‘/

FORM Ty, VL j

' 2’3 . o

DD . oy WT3  EDITION OF ! NOV 65 1S OBSOLETE UNCLASSIFIED ~* bagq. RIS
vy SECURITY CLASSIFICATION OF THIS PAGE (When BE@].I

ﬁerj)

BT,

I A,




TABLE OF CONTENTS

.

I. INTRODUCTION . . v v ¢ o v v v v v e v v o e e v o v e e o 5
II. COMBINATORIAL GEOMETRY (COM-GEOM) MODELING TECHNIQUE . . . . 5
III, COM-GEOM MODELS OF CREW PERSONNEL . . . . . . . .. . . . . 8
IV. MODEL VALIDATION PROCEDURE . . . . . . T 1)
V. MODEL UTILIZATION INFORMATION . . . . .. ... .. .. .. 19

ACKNOWLEDGEMENT . . « + ¢ v v ¢ v v 0 v o v o o o v o o oo 21

APPENDIX A - Calculation of Adjusted Weight and Density
of the Crew Personnel Models . . . .. .. .. 23

APPENDIX B - Tabulation of COM-GEOM Data for Model of
Sitting Crew Personnel (with Helmet) . . . . ., 31

e S EMR eees ie
At SN

APPENDIX C - Tabulation of COM-GEOM Data for Model of
Standiny Crew Personnel (with Helmet) . . . . . 43

pridid

DISTRIBUTION LIST . . v v v ¢ v v v o ¢ v o o v o v o o » o 57

O,

B R

R

: Aezonsion Fop Ty

[ e . ’

P NTIS CRAsT r )

LTI TAB 5

- Unannouncad D |
: Justification

——— =

[} Byw,“ {
Di"tribution/

————— e

vailablllty Codes

“‘hAvall and/or
Dist Special

SACUNEIG O ap ity
w
/

G T A S NN L A et

By

iy oo N st i




IR A —
O . 4r e e reewra b et ak Do P ~ 0 THADNNE My 3 NIy g R o NI
R R R A R R AR B I P /“w)»%
i )
!
s
H
:

I. INTRODUCTION

New computer models of sitting and standing crew personnel have
recently been constructed and are currently available for use in
modifying and developing descriptive computer models of a variety of
military systems considered for vulnerability analysis. The background
for the generation of the computer models for the sitting and standing
crew personnel grew out of training exercises involving the learning
of the Combinatorial Geometry (COM-GEOM) technique of modeling milite
target systems,

Initially, approximately three years ago, the human head was
selected as a subject for such a training exercise. The COM-GEOM model ~
of the human head was subsequently completed and has remained, unuseful
in its present state, until more recently, when the decision was made
to complete the remainder of the crewman model. This decision evolved
during the past year when the need appreciated for models of crew
personnel that were more consistent with the level of detail in the
COM-GEOM military target models currently being dcveloped.

The new crew personnel models presented in this report are more
anatomically detailed than the previously used models. This represents
an improvement since the new models are more realistic and technically
correct. However, this does not mean that the new models should be
used for detailed studies involving human wound ballistics; further
improvements in model detail could make such studies possible.

s The sitting and standing crew personnel models were developed in
¢ two configurations, helmeted and unhelmeted, available in both inch and
| millimetre dimensional units. (The helmet is the only protective gear
incorporated into the models.) Additionally, these models were
developed with a feature which will allow them to be moved into various
realistic positions; this will be discussed in a following section,

II. COMBINATORIAL GEUMETRY (COM-GEOM) MODELING TECHNIQUE

N

The generation of the computer mcdels of the sitting and standing
crew personnel utilize the COM-GEOM techniques of generating three
dimensional models of objects. This technique provides compatible
input data required to implement the Geometric Information for Targets
(GIFT) computer code. Detailed discussion of the GIFT computer code
and its many options are beyond the scope of this report; however,

E . accounts of the COM-GEOM technique and its relationship to the GIFT
L code can be found in BRL Report No. 18021 and ARBRL Report No. 021892.
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1Lawrence W. Bain, Jr., and Mathew J. Reisinger, "The GIFT Code User
Manual; Vol. I, Introduction and Input Requirements,' USA Ballistic
Research Laboratory Technical Report No. 1802, July 1975, DA#B006Q37L.

2Gary G. Kuehl, Lawrence W. Bain, Jr., and Mathew J. Reisingew, "The
GIFT Code User Manual; Vol. II, The Output Options,'" USA Ballistic
Research Laboratory Report No. 02189, Sept 1979, AD#A078364.
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Only a brief familiarization with the COM-GEOM technique and terminology
will be presented here. ;

The COM-GEOM technique provides up to twenty-three different types
. of basic geometric solids which may be assembled in combinations, as
k- building blocks, to represent or '"describe' a three dimensional (3-D) :
4 object. The geometric solids are combined in a prescribed manner, using ;
X selective set theory operations to gererate the regions defining external ;
; and internal details of the 3-D object, such as shape, size, and
\ location of various parts or components. The COM-GEOM computer modecl .

(description) contains three separate tables containing:

b ® Parametric data relating to the generation of the geometric ‘
3 solids comprising the model,

” ® Region data formed by the specific combination of the
geometric solids, and .

S T

® Region identification data in which the regions are
described verbally and given a specific numeric item

descriptor.

AT

The geometric solids available for use (and recognizable to the
GIFT code) are listed in Table I. Parameters for each type of geometric

solid listed must be tabulated in the manner prescribed in Reference 1.
These parameters include characteristics which define the solid's physical ,
size and exact location and orientation within a specified coordinate ;

3 system.

j, There are no restrictions on the selection of geometric solids used
. in the modeling of an object. Ideally, a minimum number are used which
b would be sufficient to represent the level of detail desired for a

?’ specific model. Tables B-I and C-I list the geometric solids and their
parameters used for the models of sitting and standing crew personnel

respectively.

| In forming the various components comprising a complex 3-D object,

é/ individual geometric solids are combined to form regions. A region is
3 the volumetric space occupied by single or multiple solids. Solids are
- combined according to the following three set theory operations:
® Intersection (designated by a plus sign, +),
® Union (designated by an OR), and
3 ® Subtraction (designated by a minus sign, -). ’

SRriveay

The Intersection (+) of two or more geometric solids defines the
volumetric space common to the solids. The Union (OR) of two or more
geometric solids defines the volumetric space within all the solids
involved. The Subtraction (-) of two or more geometric solids defines i
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Symbol for
Solid Type

RPP
BOX

SPH

REC
TRC
ELL
ELL1
ELLG
RAW
ARB4
ARB5
ARB6
ARB7
ARBS8
ARBN
TEC
TEC1

TGC

AQS
TOR

ARS
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List of Geometric Solids Utilized
in COM-GEOM Descriptions

Solid Description

Rectangular Parallelepiped
Box

Sphere

Right Circular Cylinder
Right Elliptical Cylinder

Truncated Right Angle Cone

Ellipsoids of Revolution
(Input data differs slightly in ELL1)

General Ellipsoid

Right Angle Wedge

Arbitrary Convex Polyhedron of Four Sides
Arbitrary Convex Polyhedron of Five Sides
Arbitrary Convex Polyhedron of Six Sides
Arbitrary Convex Polyhedron of Seven Sides
Arbitrary Convex Polyhedron of Eight Sides

Arbitrary Convex Polyhedron of N Sides

Truncated Elliptical Cones
(Input data differs slightly in TEC1)

Truncated General Cone
Universe Dividing Plane
Arbitrary Quadratic Surface
Torus

Triangular Surfaced Polyhedron

7
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the volumetric space contained in the first solid minus the volumes of
the other intersecting solids. A two-dimensional analogical illustration
displaying the effects of these three operations on three interacting
solids is shown in Figure 1. Theoretically, any number of geometric
solids may be used to define a region. In practice, regions are usually
defined as representing some relatable component or part of a complex
object. Each unique region with the combination of geometric solids
defining it, are listed in the region data table. Tables B-II and C-II
list the regions used in the sitting and standing man, respectively.

Each region of the model is assigned additional identification in
the form of coded identification numbers and descriptive comments. The
first of the coded identification numbers, termed an Item number, indi- °
cates the type or classification of the cumponent the region represents.
In most computer models of weapon systems regions are usually grouped
according to the functions the involved components perform. Examples of
such conventional groupings would be the missiles and cannisters and
electrical and electronic components of a missile system. These group-
ings are usually designated by a three digit series number with the same
first digit for the entire group. Another coded number assigned to a
region indicates whether the region represents a volume of air; if
greater than zero, it is either internal air somewhere within a target
system or external air. Here again, certain conventions are used to
distinguish the various air codes. Since the computer models of crew
personnel are not as complex as models of weapon or other target systems,
the coded identification numbers are not utilized to their fullest
extent. The region identification table also allows up to 40 alpha-
numeric characters which will be used for a verbal description of the
region. Associated with this description are two additicnal coded
numbers indicative of the type of material the region is basically made
of and a percentage number associated with an equivalent line-of-sight
(LOS) thickness of the region. These latter numbers are required input
for a typical vulnerability analysis. Tables B-III and C-III list in
numerical order the regions and their appropriate identification. Tables
B-IV and C-IV list the regions and their identification numbers ordered
by Item numbers.

Tables B-I, B-II, and B-III and C-I, C-II, and C-III form the
complete COM-GEOM computer models of the sitting and standing crew per-
sonnel, respectively.

I1I. COM-GEOM MODELS OF CREW PERSONNEL

The computer models of the sitting and standing crew personnel
represent combat soldiers approximately 1.75 metres (5 feet 9 inches)
in height with body measurements scaled from men of average mesomorphic
proportions. Initial measurements used for these models were generated
independently, unbiased by those of the previous computer models of
sitting and standing man. It was noted that some measurements on both
the previous and new models were very similar in size. The initial
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measurements for the new models were taken from male Bullistic Research
Laboratory personnel and adjusted on the basis on what was considered to
be "average." Later adjustments were made based on anthropometric data
for US Army soldiers.3 Figures 2 and 3 indicate which basic measurements
were used in the adjustment process. The comparison of the measurements
from actuz?! US Army soldiers and the computer models is shown in Table II.
The meas:.zment data from the data from the soldiers represent the 50th
and 75tn percentile grouping. As indicated in Table II, most of the
measurement data for the computer models varies somewhat between these .
two groupings, but tends toward the 50th percentile grouping. Bodily
regions, as described in the models, are consistent with those defined

in the currently accepted "computer man' model developed by the Research
Division of Chemical Systems Laboratory at Edgewood. The calculation of
the weight for the computer models is based on MOMENT Subroutine calcu-
lations for the total volume of the computer models. Details regarding
weight calculations are discussed in the following section and Appendix A.

The origin of the coordinate system used for these models are
located within the heads of the models, at a point centered between the
eyes, the forehead, and the rear of the head; it is located 48.26
millimetres (mm) (1.9 inches) above the eyes. Figure 4 and 6 display
the front and side views of the graphical representatives of the models
of sitting and standing man, respectively, complete with location of
the center of their coordinate system and direction of the positive
coordinate axis. The height of the center of coordinates is also shown.
Figures 5 and 7 display the front and rear oblique views of these models,
indicating additional detail. Dimensions pertinent to the space or
volume required for emplacement of these models within a weapon or
target system model can be obtained from Table II. Two versions of the
models of sitting and standing man were prepared, helmeted and unhelmeted.
The helmeted version of sitting man contains 56 solids and regionms,
while the unhelmeted version contains 50, Similarly, the helmeted
version of standing man contains 62 solids and regions, while the unhelmeted
version contains 56. Consistent with the units of measurer. .t used in both
past and current weapon system models, the crew personnel are available
in either inch or millimetre dimensions.

IV. VALIDATION PROCEDURE

The validation procedure entails a series of steps which are
designed to verify that the COM-GEOM computer models are correctly
prepared, that is, valid. The series of steps begins with the applica-
tion of the CHECK Subroutine of the GIFT computer code. The CHECK
Subroutine determines whether regions overlap, that is, occupy the same
volume within the computer model. A 0.25 mm allowable overlap tolerance,
defined as the maximum amount which the components can overlap, was used
in the CHECK analysis of these models. Overlaps noted by this step were
subsequently corrected.

3Robert M. White, "The 2cdy Size of Soldiers; US Army Anthropometry -
1976, uS Army Natick Laboratories Technical Report No. 72-51-CE,
December, 1971.
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The second step of the validation procedure uses the GRID Subroutine
to determine whether unwanted voids or undefined volumes exist in the
computer model; it does this by examining the model in fine detail
from various directions. The GRID Subroutine passes a plane, which is
perpendicular to the attack aspect under consideration, through the
origin of the computer model's coordinate system. A grid overlay is then
superimposed on this plane and for each cell on this grid overlay, a ray,
normal to the attack plane, is projected through the computer model. As
each ray is traced through the computer model, LOS thickness, rormal
thicknesses, and the obliquity angles are enumerated for every Item
encountered along the ray path. Voids highlighted by this step are
then corrected.

A third step in the validation procedure involves the use of the
MOMENT Subroutine of the GIFT computer code. The MOMENT Subroutine also
projects rays through the model but with the intent of producing estimates
of weights of components based on individual component (Item) densities.
Moments of inertia along with total weight and volume of the model are
also calculated in this subroutine, The component (Item) densities are
the key input data in exercising the MOMENT Subroutine; calculations of
all other values are dependent on the accuracy of these data. However,
often exact density values are not available because the component is
comprised of more than one material (non-homogeneous) or it has a shape
or volume that is irregular. In the case of components having internal
air spaces, LOS percentages of solid material to air must be considered;
this determines how the density must be '"adjusted" to correctly calculate
a total component weight. The analyst adjusts the density on successive
computer runs so that the individual component weights correspond, within
a desired tolerance, to their actual weights,

Since there are no density values available for the individual body
regions, as defined in these models, an average density of 1.07 gm/cm3
was initially used for all of the body components. (The density of 1.07
gm/cm3 is the accepted density value for soft tissue of the human body.)
Analysis of the MOMENT output data, using densities of 1.07 gm/cm3,
indicated that, for the volume and height, the models of the sitting and
standing crew personnel were too light in weight. Subsequently, it was
determined that the average density used for the personnel models was
.10t large enough and a new algorithm, based on the density of soft tissue
and bone, should be used. This algorithm, derived in Appendix A is
based primarily on the percentage values, by weight, of bone and muscle
within an average human body and the total body volume as calculated by
the MOMENT Subroutine. The total weights and final "adjusted'" density
values used for all the components of sitting and standing man as cal-

culated by this new algorithm are as follows: .
Density (gm/cm3) Body Weight (kg)
For Sitting Man 1,1843 75.60 (167 1bs)
For Standing Man 1.1794 72.12 (159 1bs)
18
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